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GPS車機

EP-168 4G車機電池

背蓋螺絲

車機背蓋 GSM天線 GPS天線 電源線
2



條碼機套件
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無線鍵盤組套件

無線鍵盤組

無線接受器

無線鍵盤
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聯單條碼輸入

以條碼機刷取聯單上條碼
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重量輸入方法(1/3)
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先輸入重量資料
再輸入重量單位
輸入完成後按送出

注意！輸入成功時左上方
LED會亮紅色燈號



無線鍵盤按鍵說明(2/3)
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無線鍵盤功能

燈號

小數點

公斤

傳送 取消

公噸

緊急按鈕

數字鍵



重量傳送成功畫面(3/3)
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傳送成功後，
線材上方LED燈會閃爍三下



GPS車機燈號說明

9

GPS燈號 GSM燈號



無線鍵盤更換電池方法(1/2)
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簡易鍵盤電池更換方法

1.電池規格及更換時機
電池規格：水銀電池CR2025
更換時機：左上方紅色LED按壓時不會亮

2.按住鍵盤背後小卡(紅圈處)



無線鍵盤更換電池方法(2/2)
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3.往後拉出電池固定扣(如紅框所示) 4.更換新電池後插回電池固定扣即可
(須注意正負極方向，紅圈處)



故障排除狀況一
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故障排除狀況二
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產品硬體規格及認證
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 Dimensions(L x W x H):
72mm x 108mm x 31mm

 Weight: 165g

 GPS Receiver: 50 Channels

 Datum: WGS-84

 Power Source: 8-30V(DC)

 Power Consumption:
127mA@12V(DV)(Operating Mode)
10mA@12V(DC)(Deep Sleep Mode)

 Operating Temperature:-20℃~+70℃

 Communications:
UMTS/HSPA+/EDGE/GPRS/GSM/TCP/
UDP/FTP/Voice/SMS communications

 Serial Ports:
3 RS-232 Ports(Configurable)
2 RS-232 Ports(1-Wire® Version)

 Input Ports:
4 Digital Inputs(2 Positive Triggers &
2 Negative Triggers)
2 Analog Inputs(12-bit Resolution)

 Output Ports: 3 Outputs
(Max. Sink Current 300mA)

 Backup Battery: Li-ion, 1150mAh

Specification
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